SOLAR LINE IMPEDANCE STABILIZATION NETWORK

SOLAR TYPE 21106-50-BP-25-BNC

Specifications:

L1014 =T o1 =1 11T 25 amperes
INAUCLANCE: ... . 50 uH
Frequency range (recommended): ...........cccooiiiiii 150 kHz — 30 MHz
Voltage (lineto ground):............ooeii 400 VDC, 270 V 50-60 Hz, 135V 400 Hz
POWEr CONNECHIONS: ... %" standard binding post
O eTe] o] g T=Tex (o] TP PRPPP PP Type BNC
(70101 o] T aTo [ =1 o =71 (o] 0 0.10 yF
(O3] (ol | O PPPPPRRTPPt Single
Case SiZe: ...oooiiiiiiiieee 5.26" x 5.29" x 10.00" (13.36 cm x 13.44 cm x 25.40 cm)

Overall length with base plate: 12.00" (30.48 cm)

Remarks: Designed to meet the requirements of CISPR 16-1-2 Ed. 1.2. Specifications subject
to change without notice.
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SOLAR TYPE 21106-50-BP-25-BNC LINE IMPEDANCE STABILIZATION NETWORK

Ohms
Impedance measured from load terminal to case with 50 ohms on RF jack
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